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Multiple types of
endoscopes can be
connected, plug and play,
convenient and fast.
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Dual HDMI ports can connect
two medical monitors at the
same time, which is convenient
for multiple people to watch the
teaching.
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Image

m Display resolution 1280x800

m \White Balance Auto white balance

B Power Supply Open-use

B Basic Function Taking photo and video

B Replays Function Checking recorded photos or videos
m Storage Mode SD card

m Video Output Provide HDMI and other signal output methods
Power Supply

W \/oltage 110-240V

B Frequency 50-60Hz
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C100A
VIDEO PROCESSOR




High Definition Image Quality

The C100A processor adopts full-digital image processing
technology to restore the color of endoscope maximally and
present high—definition images.

Digital Zoom

The function of zoming in and out can

adjust the image to the appropriate size

on the premise of ensuring the image @ le) o
quality, making more easier to observe

the diseased tissue.
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Compatibility

The system automatically identifies the type of endoscope after
the system is turned on. It is compatible with Video
Bronchoscope, Video Rhino—laryngoscope ,Video Cystoscope
and Video Ureteroscope,etc.

C100A Processor

Image

m Gain Control Adjust the brightness gain

m \White Balance Adjust the white balance by manual control

B Power Supply Open-use

B Basic Function Taking photo and video

m Replays Function Checking recorded photos or videos

m Storage Mode SD card

m Video Output Provide HDMI and other signal output methods
Power Supply

m Voltage 110-240V

B Frequency 50-60Hz
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